
MENU DISP PIP BRILL  

Opens/Closes the menu.

Light sensor
(Automatically detects 
the ambient brightness.)

- Select the menu and 
menu items.

- Adjust settings.
- Move the PIP window.

Selects the signal to display.
- Power On/Off. 
  (Available when the slide switch at the bottom rear is OFF.)
- Displays the brilliance adjustment window.

Displays/Hides
the PIP window.

Power LED
(Lights when power is on.) 
         (Green): The signal is input.
         (Red): No signal.

MONITOR UNIT

MU-190/231 Operator's Guide

The purpose of this guide is to provide the  
basic operation for this equipment. For more 
detailed information, see the Operator's 
Manual. 
All brand and product names are trademarks, 
registered trademarks or service marks of their 
respective holders.
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Controls
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Power on/off

RGB  DVI1  DVI2  VIDEO  OSD  SYSTEM

AUTO DIMMER
DEFAULT RESET

INFORMATION
RGB : 1280*1024 Fh : 80.0kHz Fv : 75Hz
DVI1 : 1280*1024 Fh : 64.0kHz Fv : 60Hz
DVI2 : NO SIGNAL
VIDEO : NTSC
SERIAL No. : 8074-5578, 987655
APR PROGRAM No. : 2651020-01.XX
FPGA PROGRAM No. : 2651021-01.XX
ELAPSED TIME : 100000

OFF
NO

(OFF, 1~5)
(NO／ YES)

RGB  DVI1  DVI2  VIDEO1  VIDEO2  VIDEO3  OSD  SYSTEM

AUTO DIMMER
DEFAULT RESET

INFORMATION
RGB : 1280*1024 Fh : 80kHz Fv : 75Hz
DVI1 : 640*480 Fh : 31kHz Fv : 60Hz
DVI2 : NO SIGNAL
VIDEO1 : NTSC
VIDEO2 : PAL
VIDEO3 : NO SIGNAL
PROGRAM NO. : X.XX

OFF
NO

(OFF, 1~5)
(OFF／ DVI1／ DVI2／ USB)MENU

[OFF]: Not adjusted automatically
[1]: Every two seconds
[2]: Every 30 seconds
[3]: Every minute
[4]: Every three minutes
[5]: Every five minutes

RGB  DVI1  DVI2  VIDEO  OSD  SYSTEM

AUTO DIMMER
DEFAULT RESET

INFORMATION
RGB : 1280*1024 Fh : 80.0kHz Fv : 75Hz
DVI1 : 1280*1024 Fh : 64.0kHz Fv : 60Hz
DVI2 : NO SIGNAL
VIDEO : NTSC
SERIAL No. : 8074-5578, 987655
APR PROGRAM No. : 2651020-01.XX
FPGA PROGRAM No. : 2651021-01.XX
ELAPSED TIME : 100000

OFF
NO

(OFF, 1~5)
(NO／ YES)

RGB  DVI1  DVI2  VIDEO1  VIDEO2  VIDEO  OSD  SYSTEM

AUTO DIMMER
EXT BRILL CTRL
DEFAULT RESET

INFORMATION
RGB : 1280*1024 Fh : 80kHz Fv : 75Hz
DVI1 : 640*480 Fh : 31kHz Fv : 60Hz
DVI2 : NO SIGNAL
VIDEO1 : NTSC
VIDEO2 : PAL
VIDEO3 : NO SIGNAL
PROGRAM NO. : X.XX

OFF
OFF
NO

(OFF, 1~5)
(NO／ YES)

How to set the auto dimmer

DISP PIP

RGB
DVI1
DVI2
VIDEO

PIP window

DVI

Power on/off

Power on/off

Slide switch “ON”

MU-190/231

Slide switch “OFF”

PIP window

“On”: Press the             key to turn on the 
display unit.

“Off”: Press and hold the            key for 
three seconds to turn off the display 
unit.

The PIP window is available on 
the RGB, DVI1 or DVI2 display.

DVI

Power on/off

Power on/off
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